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BE T A R D G N SRS )

UNIT4S to launch new
dual-temperature reefer

The Dutch 45 fi container
spectalist UNIT45 will presemt
its fatest box designs at
December’s Intermodal show
m Amsterdam, with pride of
placs going to its new dual
compariment diesel-cleciric
reefer, which can transport a
variety of commoditics at two
different temperatures.

The container hus an
internal insnlated wall that can
be secured in different
positions according 1o the load
split. The rail-mounted wall
can easily be moved by a
single worker, and can be
stowed flush to the roof when
nat required. Special dicting
amd temperature monitors
mican that deep-frozen
products can be carried in the
front section, while a
temperature of between -200(
and + 20°C ¢an be maintained
at the rear (door) endt,

The part-load capabiliny
means that cargo can be
carried from two ditferent
customers in the same
container - for example,
cheese and cur owers,

UNTISSs mew reeter allows commeslities o be carried ai
thin the «wme contmner

according to UNIT43, It is
also expected to appeal to
shippers wanling to use a
single container to carry two
or more commodities from the
same customer  for cxample,
frozen and fresh poultry, or a
mix of produets on pallets,

The dual compartment
system can be installed in both
all-glectric and diesel-electric
containers, buit UNIT45
belieres that the strongest
market will be for the diescl-
electric version, as this is not
reliant on an cxternal eleetrical
power supply. Such reefurs are
typivally used in multimodal
operations involving rail or in
situations where the container
may nwaed to be feft in
locations without a readily
availuble power supply.

UNITAS' dicsel-clectric
umt meorpozates a 200-lre
dicsd tank w power the
eenerator. This, says the
company, is more than
suticient for long-hani rail
operations, such as laly 1o
Rotterdam or Rotterdam to
lLastern Lurope, m

different temperatures



